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IMPORTANT PRECAUTIONS

e This device contains precision electronic parts. Avoid operating the unit
where it is exposed to extreme temperature, humidity or dust.

« Be sure that the power of the computer is OFF before making connections.
Programs and memory may be altered if connections are made with the
power ON. : :

e Be sure not to damage connectors when making connections.

« Be sure that the power of the computer is OFF when connecting a printer
cable or RS-232C cable. '

« Use the optional SB-52 MT cable to connect to a cassette tape or data
recorder.

» Always use the SB-51 printer cable to connect to a printer. Otherwise,
proper operation cannot be guaranteed.

« The power indicator going out while using battery power indicates weak
batteries. Replace batteries as soon as possible or switch to an AC adaptor.

« Note that the manufacturer assumes no liability for loss or damages suffered
because of program or data loss or damage due to malfunction, repairs
or battery replacement. It is recommended that back up tapes of impor-
tant data and programs always be prepared.

* Strong vibration or impact, as well as plugging in/unplugging the AC adaptor
during cassette SAVE/LOAD command execution makes the remote func-
tion inoperative and the cassette continue operation. In this case, stop the
cassette tape recorder and perform the following operation to resume the
remote function.

[load] [MT]@8 then

Normal vibrations during shipment may cause this condition to exist when
the unit is first used. In this case, perform the above operation to establish
normal operation.
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DIP Switches for baud rate
(back of unit) System Unit Connector

Power Indicator

PHASE Connector

REM Connector




POWER SUPPLY

This unit may be operated using AC or DC current. Replace batteries or use

an AC adaptor when the power indicator turns red.

DC Power Supply

Requires 6 AA-size batteries.

Replacing Batteries

1) Turn the computer power OFF.

2) The battery cover is located on the back
of the unit. Press in and slide to remove.

3) Remove all of the old batteries, replacing :I
them with new ones. Do not mix old and —7

new batteries, and ensure proper polari-

ty (®/ ).

4) Slide the battery cover back to the origi-
nal position to close.

* Replace all 6 batteries.

* Do not expose batteries to fire. This may
cause them to explode.

AC Power Supply

Requires the use of the AD-4175 adaptor.

Connecting the AC Adaptor
1) Ensure that the power of the computer is OFF.

2) Plug the AC adaptor into an electrical outlet. Connect the plug into the

connector jack at the back of the unit.

;

<AD-4175>
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AC Adaptor Precautions

* Be sure power is OFF before connecting the AC adaptor.

* Always use a Casio AD-4175 adaptor. The manufacturer can not guaran-
tee proper operation if other types are used. Also, batteries may burst if
other types of adaptors are used.

e Some heat generation during AC adaptor operation is normal. However,
it is recommended that the plug be removed from the outlet when not in use.

CONNECTION PROCEDURES

Be sure power of the computer is OFF.
1) Release the lock switch on the FA-7, and place the computer parallel with
the guide on the FA-7.

Release lock
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2) Slide the computer so that connectors are aligned.
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Align the connectors

3) Lock the lock switch to fix the computer in place securely.

Lock
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* Set the FA-7 and computer together securely.

* The connector to the computer consists of precision parts, so careful at-
tention is required.

* Touching the connectors of the FA-7 and computer may result in bad con-
nections, causing changes in data. Also, static electricity may damage

circuits.

SPECIFICATIONS

Model: FA-7

e Cassette interface
Output port: MIC 3.5¢
Output impedance: 10KQ
Output level: 3 ~ 5mV
Input port: EAR 3.5¢
Input impedance: 20KQ
Input level: 2.5 ~ 50V
Remote port: REM 2.5¢; 24V within 1A
Memory method: Frequency modulation
Baud rate: 300, 600, 1200, 2400 BPS

¢ Printer interface
Centronics standard 8-bit parallel interface

* RS-232C Interface
Communication method:  start-stop (Asynchronous) full duplex mode
Baud rate: 75, 150, 300, 600, 1200, 2400, 4800, 9600 BPS
Parity bit: odd parity, even parity, no parity
Word length: 7 or 8 bits
Stop bit: 1 or 2 bit(s)
e General
Power supply: AC or DC
AC.....special AC adaptor (AD-4175)
DC.....6 AA-size batteries

Power consumption: 1.4 W

Battery life: Type RS-232C ON RS-232C OFF
SUM-3 Approx. 8 hours Approx. 30 hours
AM-3 Approx. 15 hours Approx. 50 hours

Ambient temperature: 5°C ~ 35°C (41°F ~ 95°F) (Avoid condensation.)

Dimensions: 50 (H) x 220 (W) x 229 (D) mm
(2" (H) x 8%8” (W) x 9” (D))
Weight: 9499 (2.1 Ibs) including batteries




GUIDELINES LAID DOWN BY FCC RULES FOR USE OF THE UNIT
IN THE U.S.A. (not applicable to other areas).
WARNING: This equipment generates and uses radio frequency energy
and if not installed and used properly, that is, in strict accordance with
the manufacturer’s instructions, may cause interference to radio and
television reception. It has been type tested and found to comply with
the limits for a Class B computing device in accordance with the specifi-
cations in Subpart J of Part 15 of FCC Rules, which are designed to
provide reasonable protection against such interference in a residential
installation. However, there is no guarantee that interference will not occur
in a particular installation. If this equipment does cause interference to
radio or television reception, which can be determined by turning the
equipment off and on, the user is encouraged to try to correct the inter-
ference by one or more of the following measures:
... .reorient the receiving antenna
... .relocate the computer with respect to the receiver
....move the computer away from the receiver
... .plug the computer into a different outlet so that computer and
receiver are on

different branch circuits.
If necessary, the user should consult the dealer or an experienced
radio/television technician for additional suggestions. The user may find
the following booklet prepared by the Federal Communications Commis-
sion helpful:
“How to Identify and Resolve Radio-TV Interference Problems”
This booklet is available from the US Government Printing Office,
Washington D.C., 20402, Stock No0.004-000-00345-4.

Wir méchten uns bei dieser Gelegenheit dafir bedanken, daB Sie
sich fur die Schnittstelleneinheit FA-7 entschieden haben.

Diese Einheit kann an den Personal-Computer PB-1000 angesch-
lossen werden und ist mit einer Centronics-Schnittstelle fiir einen
Drucker, einer RS-232C Schnittstelle und einer Cassettenrecorder-
Schnittstelle ausgeristet.

Diese Anleitung beschreibt nur die Handhabung und richtige Ver-
wendung der Schnittstelleneinheit FA-7. Informationen Uber den
PB-1000, die Handhabung der Cassettenrecorder-Schnittstelle und
die Spezifikationen der Drucker-Schnittstelle sowie der Schnittstel-
le RS-232C sind der Bedienungsanleitung des Modells PB-1000 zu
entnehmen.
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VORSICHTSMASSNAHMEN

» Dieses Gerét enthalt elektronische Prazisionsteile. Das Gerat vor extre-
men Temperaturen, UbermaBiger Luftfeuchtigkeit und Staub schitzen.
* Unbedingt die Stromversorgung ausschalten, bevor Anschliisse vorgenom-
men werden. Eine Anderung der Programme und des Speicherinhalts ist
maglich, wenn Anschliisse bei eingeschalteter Stromversorgung getétigt

werden. -
 Darauf achten, daB die Stecker beim AnschlieBen nicht beschédigt werden.

» Unbedingt die Stromversorgung des Computers ausschalten, wenn ein
Druckerkabel oder ein RS-232C-Schnittstellen-Kabel angeschlossen wird.

e Das als Sonderzubehér erhaltliche Kabel SB-52 MT fiir den AnschluB an
einen Cassettenrecorder oder Datenrecorder verwenden.

e Fiir den AnschluB an einen Drucker, immer das Druckerkabel SB-51 ver-
wenden, da anderenfalls richtiger Betrieb nicht gewéhrleistet werden kann.

* Falls die Stromversorgungs-Kontrollampe bei Batterie betrieb erlischt, ist
die Batteriespannung zu tief abgesunken. In einem solchen Fall missen
die Batterien mdoglichst bald erneuert werden oder es ist auf Netzstrombe-
trieb mit Hilfe eines Netzgerates zu wechseln.

* Der Hersteller ibernimmt keine Verantwortung fir Schéden und Verluste,
die auf Anderungen bzw. Verluste von Programmen und Daten aufgrund
von Fehlbetrieb, Reparturen oder Batteriewechsel zuriickzufiihren sind. Es
wird empfohlen, wichtige Daten und Programme immer auf Magnetband-
Cassetten abzuspeichern.

e Starke Erschitterungen und StéBe sowie das AnschlieBen/Abziehen des
Netzgerates wahrend der Ausfiihrung eines Cassetten-Speicher/Lade-
Befehls (SAVE/LOAD) setzen die Fernbedienungsfunktion auBer Betrieb,
wobei der Cassettenrecorder den Betrieb fortsetzt. In einem solchen Fall
den Cassettenrecorder ausschalten und den folgenden Vorgang ausfiih-
ren, um die Fernbedienungsfunktion wieder zu aktivieren.

[load] [MT] &8 dann

Waéhrend des Transportes auftretende Erschitterungen kénnen die glei-
chen Bedingungen verursachen, so daB bei der ersten Inbetriebnahme Vor-
sicht geboten ist. In einem solchen Fall sollten die obigen Vorgénge
eingehalten werden, um wiederum normale Betriebsbedingungen sicher-
zustellen.

BEDIENUNGSELEMENTE

— Netzgeratebuchse
— RS-232C Stecker
s Drucker-Stecker
®©
MIC-Stecker
| - Pl )
RS-232C Schalter EAR-Stecker
Verriegelungsschalter
| N\ Z
-P |
©
®
Cl a
UL —
DIP-Schalter fur Baud-Rate Stromversorgungs-
(Geraterlickseite) Kontrollampe
Systemeinheit-Stecker

PHASE-Stecker

REM-Stecker
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STROMVERSORGUNG

Dieses Gerat kann mit Wechsel- oder Gleichstrom betrieben werden. Die
Batterien sind zu erneuern oder es ist ein Netzgeréat zu verwenden, wenn
die Stromversorgungs-Kontrollampe rot leuchtet.

Glei;;hstromversorgung

Fur Gleichstrombetrieb sind sechs Batterien der GroBe ‘“‘AA” erforderlich.

Erneuern der Batterien l

1) Die Stromversorgung des Computers
ausschalten.

2) Den an der Gerateriickseite angeordne- T
ten Batteriefachdeckel niederdriicken T
und abschieben. @Ef

3) Die alten Batterien entfernen und neue :
Batterien einsetzen. Immer alle Batterien 11 = e
erneuern und auf richtige Polung (& /
© ) achten. =

4) Den Batteriefachdeckel wieder schlieBen, ‘
indem dieser in seine Ausgangsposition
zuriickgeschoben wird.

* Alle 6 Batterien erneuern.

* Die alten Batterien niemals in ein Feuer

werfen, da Explosionsgefahr besteht!

Wechselstromversorgung

Fur Netzbetrieb ist das als Sonderzubehdr erhéltliche Netzgerat AD-4175

erforderlich.

AnschluB des Netzgerates

1) Darauf achten, daB die Stromversorgung des Computers ausgeschaltet ist.

2) Das Netzgerat an eine Netzdose anstecken. Den Kabelstecker des Netz-
gerétes an die Netzgeratebuchse an der Riickseite dieser Einheit ansch-
lieBen.

1 e |
T Netzdose
ADAPTOR
@
Netzgerat
<AD-4175>

VorsichtsmaBnahmen bei Verwendung des Netzgerites

* Unbedingt darauf achten, daB die Stromversorgung ausgeschaltet ist, be-
vor das Netzgerat angeschlossen wird.

¢ Nur das Netzgerat AD-4175 von Casio verwenden. Bei Verwendung eines
anderen Netzgeréates kann der Hersteller richtigen Betrieb nicht gewahr-
leisten. Es kann auch zu einem Bersten der eingelegten Batterien kom-
men, wenn ein anderes Netzgerat verwendet wird.

 Bei Netzbetrieb erwarmt sich das Netzgerat, was jedoch normal ist. Wenn
die Einheit jedoch fiir langere Zeit nicht verwendet wird, sollte das Netz-
gerat von der Netzdose abgezogen werden.

ANSCHLUSSE

Darauf achten, daB die Stromversorgung des Computers ausgeschaltet ist.
1) Den Verriegelungsschalter an dem Modell FA-7 I6sen und den Computer
parallel mit der Fiihrung an dem Modell FA-7 ausrichten.

Verriegelung losen

Fihrung

13




e e = [ e [a [7 ]
L1 = —{ L K

o gl = VY
L Ploseso
heEnE

| © ) @ o)

* Das Modell FA-7 gemeinsam mit dem Computer richtig aufstellen.

* Der Stecker fiir den AnschluB an den Computer besteht aus Prézisionstei-
len, so daB besondere Vorsicht geboten ist.

* Niemals die Kontakte der Stecker des Modells FA-7 und des Computers
mit den Fingern beriihren, da es sonst aufgrund von schlechtem Kontakt
zu Anderungen der Daten kommen kann. Durch statische Elektrizitat kon-
nen auch die Schaltkreise beschéadigt werden.
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Gleichstrom ..... Trockenbatterie der GroBe “AA” x 6

Leistungsaufnahme: 1,4 W
Batterie-Lebensdauer:

Zul. Temperatur:
Abmessungen (H x B x T):

Gewicht:

Typ RS-232C eingeschaltet RS-232C ausgeschaltet
SUM-3 ca. 8 Stunden ca. 30 Stunden
AM-3 ca. 15 Stunden ca. 50 Stunden

949 Gramm (einschlieBlich Batterien)

5°C bis 35°C (Kondensation vermeiden)
50 x 220 x 229 mm
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